
Blocks Airborne Noise

MLV Fused to Decoupling
Foam

Flexible and Durable

Thermally Insulates

2-in-1 Noise and Heat
Barrier

Easy to Handle Sheet

SECONDSKINAUDIO.COM
1.800.679.8511
SERVICE@SECONDSKINAUDIO.COM

Luxury Liner Pro™ Foam + MLV S P E C  S H E E T

Material: Mass Loaded Vinyl Fused to Insulating Closed Cell Foam

Features: High STC, Dense Barrier Layer, Impact Resistant, Durable

Application: Floor, Doors, Trunk, Cabin Side Firewall, Cargo Area

Dimensions: 24" x 54" (9 sq ft)

Thickness: 3/8"

Color: Black (MLV), Grey (Foam)

Weight: 1.25 lbs per sq ft

Temperature Rating: Max 180°F

Installation: 100% Coverage with Foam Side Down
Can be adhered for vertical applications using our High Temp Spray Adhesive
or Super Strong Double Sided Tape on foam side

Patterns: Smooth Vinyl (one side) and Closed Cell Foam on the Other

R-Value per Inch: 4.45

http://www.secondskinaudio.com/
http://www.secondskinaudio.com/
mailto:service%40secondskinaudio.com?subject=Inquiry%20from%20Celluzorbe%20Spec%20Sheet


Sound Transmission Loss

Size 125 Hz 250 Hz 500 Hz 1000 Hz 2000 Hz 4000 Hz STC

Luxury Liner Pro™ MLV + Foam 20 21 25 28 32 42 28

Luxury Liner Pro™
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TO ORDER THIS PRODUCT VISIT: 
Luxury Liner Pro™ MLV + Foam
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https://www.secondskinaudio.com/sound-blocking/luxury-liner-pro

